§62.35-35

valve to stop fuel to the boiler auto-
matically upon actuation by the boiler
safety trip control system.

(g) Valve closure time. The valves de-
scribed in paragraphs (e) and (f) of this
section must close within 4 seconds of
automatic detection of unsafe trip con-
ditions.

(h) Burner safety trip control system.
(1) Each burner must be provided with
at least one flame detector.

(2) The burner valve must automati-
cally close when—

(i) Loss of burner flame occurs;

(i) Actuated by the boiler safety trip
control system;

(iii) The burner is not properly seated
or in place; or

(iv) Trial for ignition fails, if a pro-
graming control is provided.

(i) Boiler safety trip control system. (1)
Each boiler must be provided with a
safety trip control system that auto-
matically closes the master and all
burner fuel oil valves upon—

(i) Boiler low-low water level;

(i) Inadequate boiler air flow to sup-
port complete combustion;

(iii) Loss of boiler control power;

(iv) Manual safety trip operation; or

(v) Loss of flame at all burners.

(2) The low-low water level safety
trip control must account for normal
vessel motions and operating tran-
sients.

[CGD 81-030, 53 FR 17838, May 18, 1988, as
amended by USCG-2002-13058, 67 FR 61278,
Sept. 30, 2002]

§62.35-35 Internal combustion engine
starting systems.

(a) The starting system for propul-

sion engines and ship service generator

prime movers required to automati-
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cally start must meet sections 34.23.3,
34.37.2, and 34.39 of the American Bu-
reau of Shipping’s ‘““Rules for Building
and Classing Steel Vessels,”” except the
sections referenced therein.

§62.35-40 Fuel systems.

(@) Level alarms. Where high or low
fuel tank level alarms are required,
they must be located to allow the oper-
ator adequate time to prevent an un-
safe condition.

(b) Coal fuels. (1) Controls and instru-
mentation for coal systems require spe-
cial consideration by the Commandant
(G-MSE).

(2) Interlocks must be provided to en-
sure a safe transfer of machinery oper-
ation from one fuel to another.

(c) Automatic fuel heating. Automatic
fuel heating arrangements must meet
section 41.78.1 of the American Bureau
of Shipping’s ““Rules for Building and
Classing Steel Vessels.”

(d) Overflow prevention. Fuel oil day
tanks, settlers, and similar fuel oil
service tanks that are filled automati-
cally or by remote control must be pro-
vided with a high level alarm that an-
nunciates in the machinery spaces and
either an automatic safety trip control
or an overflow arrangement.

[CGD 81-030, 53 FR 17838, May 18, 1988, as
amended by CGD 95-072, 60 FR 50463, Sept. 29,
1995; CGD 96-041, 61 FR 50728, Sept. 27, 1996]

§62.35-50 Tabulated monitoring and
safety control requirements for spe-
cific systems.

The minimum instrumentation,
alarms, and safety controls required
for specific types of systems are listed
in Table 62.35-50.

TABLE 62.35-50—MINIMUM SYSTEM MONITORING AND SAFETY CONTROL REQUIREMENTS FOR
SPECIFIC SYSTEMS (NOTE 1)

System Service Instrumentation Alarm Safety control Notes
Main (Propulsion) boiler | (1) ..cccoeevriiiviiiiinnns (1) e | e )
Supply casing and Fir€ oo | e
uptakes.
Burner flame ............ Status ....ccoeerrenienne Failure .... 3)
Burner seating . Failure (3)
Trial for ignition St: Failure ....
Control power .. Failure (low) (3)
..................................... (3)
Burner valve .... Open/closed .............
Low fire interlock ...... Status ...
Program control Status ..o | s |
interlock.
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